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for the 20 GHz band, including the for-
mat specified in paragraph (d) of this
section.

(f) The earth station licensee shall
not transmit towards a GSO FSS sat-
ellite unless it has prior authorization
from the satellite operator or a space
segment vendor authorized by the sat-
ellite operator. The specific trans-
mission shall be conducted in accord-
ance with the operating protocol speci-
fied by the satellite operator.

(g) A licensee applying to renew its
license must include on FCC Form 405
the number of constructed earth sta-
tions.

[65 FR 54169, Sept. 7, 2000, as amended at 66
FR 63515, Dec. 7, 2001; 68 FR 16966, Apr. 8,
2003]

§25.139 NGSO FSS coordination and
information sharing between
MVDDS licensees in the 12.2 GHz to
12.7 GHz band.

(@) NGSO FSS licensees shall main-
tain a subscriber database in a format
that can be readily shared with
MVDDS licensees for the purpose of de-
termining compliance with the MVDDS
transmitting antenna spacing require-
ment relating to qualifying existing
NGSO FSS subscriber receivers set
forth in §101.129 of this chapter. This
information shall not be used for pur-
poses other than set forth in §101.129 of
this chapter. Only sufficient informa-
tion to determine compliance with
§101.129 of this chapter is required.

(b) Within ten business days of re-
ceiving notification of the location of a
proposed MVDDS transmitting an-
tenna, the NGSO FSS licensee shall
provide sufficient information from the
database to enable the MVDDS licensee
to determine whether the proposed
MVDDS transmitting site meets the
minimum spacing requirement.

(c) If the location of the proposed
MVDDS transmitting antenna site does
not meet the separation requirements
of §101.129 of this chapter, then the
NGSO FSS licensee shall also indicate
to the MVDDS licensee within the
same ten day period specified in para-
graph (b) of this section whether the
proposed MVDDS transmitting site is
acceptable at the proposed location.

(d) Nothing in this section shall pre-
clude NGSO FSS and MVDDS licensees

§25.140

from entering into an agreement to ac-
cept MVDDS transmitting antenna lo-
cations that are shorter-spaced from
existing NGSO FSS subscriber receiv-
ers than the distance set forth in
§101.129 of this chapter.

[67 FR 43037, June 26, 2002, as amended at 68
FR 43945, July 25, 2003]

EFFECTIVE DATE NOTE: At 67 FR 43037, June
26, 2002, §25.139 was added. This section con-
tains information collection and record-
keeping requirements and will not become
effective until approval has been given by
the Office of Management and Budget.

SPACE STATIONS

§25.140 Qualifications of fixed-satellite
space station licensees.

(a) New fixed-satellites shall comply
with the requirements established in
Report and Order, CC Docket No. 81-704
(available at address in §0.445 of this
chapter.) Applications must also meet
the requirements in paragraphs (b)
through (d) of this section. The Com-
mission may require additional or dif-
ferent information in the case of any
individual application. Applications
will be unacceptable for filing and will
be returned to the applicant if they do
not meet the requirements referred to
in this paragraph.

(b) Each applicant for a space station
authorization in the fixed-satellite
service must demonstrate, on the basis
of the documentation contained in its
application, that it is legally, tech-
nically, and otherwise qualified to pro-
ceed expeditiously with the construc-
tion, launch and/or operation of each
proposed space station facility imme-
diately upon grant of the requested au-
thorization. Each applicant must pro-
vide the following information:

(1) The information specified in
§25.114; and

(2) An interference analysis to dem-
onstrate the compatibility of its pro-
posed system 2 degrees from any au-
thorized space station. An applicant
should provide details of its proposed
r.f. carriers which it believes should be
taken into account in this analysis. At
a minimum, the applicant must in-
clude, for each type of r.f. carrier, the
link noise budget, modulation param-
eters, and overall link performance
analysis. (See, e.g., appendices B and C
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